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CODIGO DESCRIPCION

Tantalum Capacitor, 10 uF +/- 10%,
16V/@85C, A Case, Molded, ‘
Standard Profile
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Dimensional Data (mm) Specifications

Dimensions Tolerance Application: General Purpose

3.20 +/-0.20 Capacitance: N 10 uF

1.60 ' +-0.20 Tolerance: -~ 10%

1.60 +/-0.20 Voltage DC @ 85C: 16V

0.90 +/-0.20 Voltage DC @ 105C: 12.8V

1.20 +/-0.10 Voltage DC @ 125C: 10V

0.80 +/-0.30 Temperature Range: -55/+125C

0.40 +-0.15 Size Code: A

0.10 ref Footprint: 3216

0.40 ref Body Type: Molded Chip

0.40 ref Packaging: T&R

0.13 ref Package Quantity: 2000

0.80 ref Termination Type: Tin (Pb freg)

1.10 ref Leakage: 2 UuA

1.30 ref Dissipation Factor: 0.1%
ESR: 7 Ohm
Ripple @ 25C: 104 mA
Ripple @ 85C: S3mA
Ripple @ 125C: Y 41 mA
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	TAN1 0M16-SMD 10.00 MF 16V RADIAL SMD CASE A

